
Page 1  

 

 
 
 

 –شهرستان عسلويه  –استان بوشهر 
 –ستاد  –مجتمع گاز پارس جنوبي 
  مديريت بازرگاني

 شماره تقاضا 9641130 شركت مجتمع گاز پارس جنوبي
SPGC كارشناس خريد حسين حيدري 

اقلام عمومي –گروه خريد مكانيك  –ستاد   تلفن داخلي 77 - 18 – 2217 – 0773131  
Fax: 0773732 5434 TO 36 Request For Quotation   ا ه ب م  لا ع ت س ا  

Item MESC Description Unit Req. 
Qty. 

Unit 
Price 

Total 
Price 

Delivery 
Date Remark 

 HEADER 1 

  STUD BOLTS, ALLOY STEEL, UNIFIED, MATERIAL 1%CR     
1/4%.MO.STEEL IN ACC.WITH ASTM-A193              
GRADE B.7, NUT: CARBON STEEL IN ACC.WITH ASTM      
A194 GRADE 2H, WASHER FACED THREADS:             
8UN (8 PITCH) IN ACC. WITH BS 1580, TO           
BE MARKED AS REQUIRED BY STANDARD & SUPPLIED     
WITH TWO NUTS.                                   
NOTE: CLASS B BOLTING PRINCIPALLY FOR USE IN 
FLANGED JOINT CLASS 300, 600AND 900, WITHIN 
THE TEMPERATURE RANGE - 50 TO + 900 DEG.F.   
 

SIZE: IN.        L: IN./MM 

      

1 8138617462 1 5/8                        440 NO 100     

2 8138617832 1 7/8                         305 NO 60     

3 8138617872 1 7/8                     13 1/2 NO 40     

4 8138617882 1 7/8                      340 NO 60     

5 8138617892 1 7/8                        350 NO 60     

6 8138617912 1 7/8                       400 NO 50     

7 8138617922 1 7/8                       405               
ZINC PLATED & BICHOROMATE TREATED NO 60     

8 8138617932 1 7/8                       410 NO 48     

9 8138618232 2                              430 NO 60     
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Item MESC Description Unit Req. 
Qty. 

Unit 
Price Total Price Delivery 

Date Remark 

10 8138618862 2 1/2                            560 NO 100     

11 8138618902 2 1/2                            615 NO 69     

12 8138619622 3 1/2                             725 NO 40     

13 8138626942 

STUD B. ALLOY STEEL, UNIFIED, MAT.:1%CR,1/4%  
MO. STEEL IN ACC.WITH ASTM A193 GRADE B7     
NUT: CARBON STEEL IN ACC.WITH ASTM A194 G.2H 
WASHER FACED THREADS UNC SPECIAL IN ACC W/  
BS 1580 TO BE MARKED AS REQUIRED BY STD&    
SUPPLIED WITH TWO NUTS.ALL OF THE ITEMS HAVE DIFF 
INCLUDED:(CERAMIC OR TEFLON COATED OR CADMIUM 

PLA 
SHOWED AGAINST THE REQUEST ITEMS.                 
NOTE:CLASS B BOLTING PRINCIPALLY FOR USE IN       
FLANGED JOINT CLASS 300,600,900 WITHIN THE        
TEMP. RANGE -50 TO +900 DEG.F  

SIZE: IN.  L=IN./MM, TEFLON COATED 
7/8 IN. 140 TEFLON COATED 

NO 48     

 HEADER 2 

STUD BOLTS.ALLOY STEEL, UNIFIED MATERIAL        
1%CR, 1/4%MO.STEEL IN ACC WITH ASTM-A193          
GRADE B.7M, NUT, CARBON STEEL IN ACC.WITH          
ASTM-A194 GRADE 2HM, WASHER FACED THREADS         
UNC SPECIAL IN ACC. (ASME B1-1) WITH BS 1580 TO BE 
AS REQUIRED BY STANDARD & SUPPLIED WITH TWO NUTS.    
NOTE:CLASS B BOLTING PRINCIPALLY FOR USE IN      
FLANGED JOINT CLASS 300, 600 AND 900 WITHIN      
THE TEMPERATURE RANGE -50 TO + 1150F   
MAX HARDNESS 235HB OR 99HRB   
  

SIZE: IN.  L=IN./MM 

NO      

14 8138682682 5/8                   75 NO 268     
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Item MESC Description Unit Req. 
Qty. 

Unit 
Price 

Total 
Price 

Delivery 
Date Remark 

15 8138682692 5/8                   80 NO 300     

17 8138682712 
5/8                 90   

(PF) NO 400     

18 8138682722 5/8                105 NO 300     

19 8138682731 5/8                100 NO 622     

20 8138682792 5/8                 120 NO 300     

21 8138682802 5/8               125 NO 300     

22 8138682822 5/8              150 NO 300     

23 8138682832 5/8              165 NO 200     

24 8138683282 3/4              105 NO 100     

25 8138683361 
3/4              140    

ZINC PLATED & BICHOROMATE TREATED NO 100     

26 8138683382 3/4             160 NO 150     

27 8138683392 3/4             150 NO 150     

28 8138683412 3/4              180 NO 100     

29 8138683432 3/4              190 NO 179     

31 8138683822 7/8              130 NO 100     

32 8138684032 7/8              135 NO 100     
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Item MESC Description Unit Req. 
Qty. 

Unit 
Price 

Total 
Price 

Delivery 
Date Remark 

35 8138684082 7/8               160 NO 147     

36 8138684092 7/8                170 NO 200     

37 8138684102 7/8               185 NO 198     

38 8138684112 7/8                175 NO 212     

39 8138684172 7/8                 180 NO 189     

40 8138684182 7/8                 230 NO 166     

41 8138684192 7/8                 250 NO 197     

42 8138684202 7/8                 265 NO 172     

43 8138684232 7/8                 310 NO 160     

44 8138684792 1                    180 NO 100     

45 8138684842 1                    235 NO 100     

46 8138684872 1                    260 NO 63     

47 8138685422 1 1/8                235 NO 99     

48 8138685432 1 1/8               240 NO 134     

49 8138685932 1 1/4              190 NO 75     
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Item MESC Description Unit Req. 
Qty. 

Unit 
Price 

Total 
Price 

Delivery 
Date Remark 

51 8138686482 1 3/8         265 NO 93     

52 8138686552 1 3/8         335 NO 92     

57 8138686902 
1 1/2         275  

 CADMIUM PLATED NO 85     

58 8138686912 1 1/2         290 NO 114     

60 8138687822 1 7/8         340 NO 100     

61 8138688152 1 7/8         450 NO 100     

62 8138688292 2               450 NO 20     

 HEADER 3 

COMPUTER GENREATED                         
STUD BOLTS AUSTENTIC STEEL 18%CR +8%NI.    
& 2% MO.MAT.IN ACC.WITH A STM.A193 GRADE   
B 8M (AISI 316)                            
NUTS, IN ACC.WITH ASTM A-1 94 GRADE 8M      
(AISI 316), WASHER FACED, THREADED UNC IN 
ACC, WITH BS-1580 TO BE MA RKED AS REQUIRED 
BY STD.AND SUPPLIED WITH TWO NUTS.        

  SIZE: IN.                L: MM                                      

NO      

64 8138460152 1/2                                 65                           NO 48     

65 8138461212 3/4                               130 NO 36     

66 8138560972 

COMPUTER GENREATED                         
STUD BOLTS ALLOY STEEL   UNC, THREAD,       
MAT.IN ACC.WITH ASTM-A320 GRADE L7         
NUTS IN ACC WITH ASTM-194 GRADE 4          
TO BE MARKED AS REQUIRED AND SUPPLIED WITH 
TWO NUTS.                                  

  DIA: IN                     L: MM                
3/4                             210                          

NO 120     

 


